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Compatible with these Double-DIN devices:

Double-DIN Navigation

Installation Manual
Double DIN Kit 
 
Part-No.: 381130-15

• Honda Civic 2012->

Double DIN Set contents
• (1) Facia Plate

• (2) Mounting bracket (L)
• (3) Mounting bracket (R)
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Installation Manual Double DIN Kit

1. Remove instrument cluster surround 
panel.  (Figure A)

2. Remove (2) Phillips screws securing 
accessory power socket panel.   
(Figure B)

3. Remove (2) 8mm/Phillips screws from 
under radio chassis.  (Figure C)

4. Remove radio from dash and  
disconnect harnesses.

Continue to kit assembly (Figure A)

(Figure B)

(Figure C)

(Figure A)

(Figure B)

1. Attach the radio brackets to the radio 
trim panel with (4) #8 x 3/8” Phillips 
screws supplied.  (Figure A)

2. Slide the head unit into radio brackets 
and secure with screws supplied with 
the unit.  (Figure B)

3. Locate the factory wiring harness 
and antenna plug in the dash 

4. Use (2) supplied #8 x 1/2” Phillips 
screws to secure the radio assembly in 
the sub dash.

5. Reassemble dash in reverse order  
of disassembly.

Note: Apply supplied clips to the factory  
locations on the new radio trim panel.


